Inventors: Hideo SANO et al 1 ANCE 

Serial No. : Unknown 
Docket No.: Fukuda Case 42 



1/5 



Fig. 1 




Title: METHOD OF MANUFACTURING HIGH-STRENGTH ALUMINUM ALLOY EXTRUDED PRODUCT 
EXCELLING IN CORROSION RESISTANCE AND STRESS CORROSION CRACKING RESISTANCE 

Inventors : Hideo SANO et al 

Serial No.: Unknown 
Docket No.: Fukuda Case 4 2 

2/5 



F i g. 2 




(e) 

(f ) 



Title: METHOD OF MANUFACTURING HIGH-STRENGTH ALUMINUM ALLOY EXTRUDED PRODUCT 
EXCELLING IN CORROSION RESISTANCE AND STRESS CORROSION CRACKING RESISTANCE 

Inventors: Hideo SANO et al 

Serial No. : Unknown 
Docket No. : Fukuda Case 4 2 

3/5 



F i g. 3 



w 




Title: METHOD OF MANUFACTURING HIGH-STRENGTH ALUMINUM ALLOY EXTRUDED PRODUCT 
EXCELLING IN CORROSION RESISTANCE AND STRESS CORROSION CRACKING RESISTANCE 

Inventors: Hideo SANO et al 

Serial No.: Unknown 
Docket No. : Fukuda Case 4 2 

4/5 



F i g. 5 




Title: METHOD OF MANUFACTURING HIGH-STRENGTH ALUMINUM ALLOY EXTRUDED PRODUCT 
EXCELLING IN CORROSION RESISTANCE AND STRESS CORROSION CRACKING RESISTANCE 

Inventors: Hideo SANO et al 

Serial No. : Unknown 
Docket No.: Fukuda Case 42 

5/5 



F i g. 7 




1 I 1 1 1 1 1 1 

0.4 0.5 0.6 0.7 0.8 0.9 1.0 

D/W 



